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Technical paramelters
1.Cover Glass+Loca+ITO Glass+FPC
   ITO Glass:T=1.1±0.05mm
   Cover Glass:T=2±0.05mm
   SCA=0.2mm
   Controller:ILI2312  Interface:USB+IIC 
2.Surface hardness:≥6H
3.Transmittance:≥85%
4.Operation voltage:5V
5.Operation temperature:-20℃~+70℃，≤85%RH
6.Storage temperature:-30℃~+80℃，≤85%RH
7.ROHS must be complied
8.Unspecification tolerance are ±0.2mm

PIN DFNI

1

2

3

4

VDD/5V

D+

GND

D-

USB IFS

94

100

3024

3
3

3

3

4-3.2

U
1

IIC

RS232

U
S

B

TX
1

G
N

D

TX
44

R
X

1

R
X

78

G
N

D

G
N

D

G
N

D

TX
2

TX
3

TX
43

TX
42

R
X

2
R

X
3

R
X

77
R

X
76

3 . 3  0 . 2

C
ov

er
 G

LA
S

S
T=

2
LO

C
A

T=
0.

2

ITO
 G

lass
T=1.1

FPC! " # T= 0 . 3  0 . 03

C0. 3

24  in
ch

180 154

556 . 2  0 . 3 [ Cov er / O. D]

519 . 5 [ Cov er / V. A]
18 . 35 18 . 35

32
5.

1[
C

ov
er

/V
.A

]

35
9.

6
 

0.
3[

C
ov

er
/O

.D
]

17
.2

5
17

.2
5 ( 225 . 1 ) ( 106 )

( 78 )

(1
42

.9
)

4- R2

521 . 5 [ Sens or / A. A]

544 . 2  0 . 3 [ Sens or / O. D]
6 6

35
1.

4
 

0.
3[

S
en

so
r/O

.D
]

32
7.

1[
S

en
so

r/A
.A

]
6

2.
2

(4
9.

48
)

TOT240UCA009

TOP ONE TECH LIMITED

TTS240L1C001


