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TOP ONE TECH LIMITED
43" All-In-One PC

（PCAP touch screen and water-proof Type）

Model：TOT430UPC008
Part number：TTA430Q1C001
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This is a series of Top one tech’s All-In-One PC. This industrial-grade full-plane touch tablet PC is a
rugged human-machine interaction device with a modular, fan less and shockproof design. With its stable
performance, it excels in industrial applications. Choose from 4:3 and 16:9 multi-size ranges for industrial
automation applications. In addition, the full range of products are made of aluminum alloy, which has
excellent heat dissipation and rust resistance. The front panel can be IP65 waterproof and dust-proof.
Suitable for embedded, wall-mounted, cantilever, desktop and other installations。

Features

 Waterproof capacity sensor allows wet finger operation,provides high quality touch experience even in
harsh environment.

 Front surface waterproof IP65
 vandal proof/anti-glare optional
 Pure glass touchscreen delivers superior image quality
 Various mounting options (Side Mount VESAMount 75 mm & 100mm)
 Continues to work even with scratches
 Aluminum alloy shell with excellent heat dissipation
 The system is stable and smooth
 Easy integration and low maintenance
 Excellent performance, accuracy and reliability with drift-free operation

Specification

Model No. TOT430UPC008
Series OT，Dust-proof

Display Type 16:9 43" TFT-LCD,LED backing
Active Area 941.1 x 529.4mm【H*V】

Monitor Dimensions
Width:988.3mm
Height: 577.5mm
Depth:53.8mm

Suggested Resolution 1920*1080 WXGA
Support Colors 10bit, 1.07B

Brightness(Typ.)
Pure LCD Panel 300cd/m2

With CA glass sensor panel 255cd/m2

Response Time(Typ.) 16ms
Viewing Angle

(Typ.at CR＞10)）
Horizontal(left/right) 89°/89°
Vertical(up/down) 89°/89°

Contrast Ratio(Typ.) 5000:1
Frequency（H/V） 30～80KHz / 60～75Hz

Power Supply Type: External brick
Input (line) voltage: 100-240 VAC, 50-60 Hz

Environment
Operating Temp. 0～50°C
Storage Temp. -20～60°C
Operating RH: 20%～80%
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Storage RH: 10%～90%
MTBF 50,000 Hours

Back light Life(Typ.) 50,000 Hours
Power Consumption 45W Max.

Standby power consumption 1W

Mount Interface 1)VESA 75mm and 100mm
2)Mount bracket, horizontal or vertical

OSD Control
Buttons AUTO,+,POWER,-,MENU

Function Brightness, Contrast Ratio, Auto-adjust, Phase, Clock, H/V
Location, Languages, Function, Reset

Touch screen Type 43"Projected Capacitive 4mm touch sensor，10points in WIN7，1points in
XP

Touch System Interface Having USB interface
Touch response time ≦10ms
Agency Approval CCC,ETL,FCC,CE,RoHS
Regular Warranty 1 year

Motherboard parameters
cpu CPU: Quad-core Cortex-A17, up to 1.8GHz GPU: Mali-T 764
RAM 4GB
ROM 32G SSD
The internet RJ45/Wi-Fi/BT4.0/GPS/3G WCDMA/4G
I/O USB*4,,RJ45*1
Pre-installed system Android
NOTE:The display SPEC. will change follow the relevant LCD panel brand and model

Mechanical Dimensions
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Accessories

Power Cable: A North American power cable or an European power cable is included according to the end
user’s area.

Touch/Video/DVI Cables: Detachable serial or USB touch cable，video cable and DVI cable are included

Typical Application
Information Kiosk
Banking ATM
Casino Gaming machine
Industrial Control
Transportation
Education and Training

How to contact us
TOP ONE TECH LIMITED
Mobile Phone : (+86)13631610695
Tel: 0086-0755-21070641
Whatsapp/Wechat :+8613631610695
Email : sales@toponetech.cn
Skype : elsieyu-sz@hotmail.com
Office in China : Room 516, Unit 2, No.1233, Guanguang Road, Guihua Community, Guanlan Street,
Longhua District, Shenzhen, China
Facilities in China : Unit 2, Meitai Technology Park ，No.1231, Guanguang Road, Guihua Community,
Guanlan Street, Longhua District, Shenzhen, China


